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FITTING INSTRUCTIONS: 






Nish-s: a 















et 
~ Panamed® Hold the respirator in one hand with the nose area at 
“ost nos your fingertips, allowing the headbands to hang below 
MERE 


your hand. 





Press the respirator against your face with the 
nose foam on the bridge of your nose. 












High quality performance, provides 
= 99% filtration efficiency WARNINGS: 






















: ee ee seer nS oe eng, Siprelans ae Umnesss Lice Ke Je Lue aul olol-tg fe 
protect against the risk of contracting disease or infection. Before occupational use of this respirator, ign i 
© Soft and comfortable inner and outer surface PRICES otcIO1N) pees program must be implemented, meeting all the local government a the bottom ane oe dare 7 ote . ; 
@ Adjustable nose clip that provides custom seal requirements. In the United States, Ue must comply with OSHA 29 CFR 1910.134 which elow your ears. Place the top band hign on the back o 
@ With inner nose foam to ensure comfort includes medical evaluation, training and fit testing. your head. 
@ With flow valve which provides minimal exhalation resistance 
° eee Hee uarantees filtration efficienc Biase foo 
e ically- ae : This limited warranty covers manufacture faults and defects. If the product is found to be defective, it shape of your nose. 
Ultrasonically-welded elastic head straps Rae ee ASE alaale ape Peat Percept esa ve 

ides durability and proper fit may be returned to and replaced by Panamed Philippines, Inc. Users must determine the suitability 0 
- ee fee bs Lae omic) ee ya Sie ela He aes eae st and i 

‘ not be liable or responsible for any loss, damage, or liability, direct, indirect, incidental, special or i 
© NIOSH-approved consequential, arising out of the ab use, misuse or the inability to use products by the user. Test the fit. Cup both hands over the respirator and exhale 





vigorously. If air flows around your nose, tighten the 
nosepiece. If air leaks around the edges, reposition the 
bands for better fit. 
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TIME USE LIMITATION: 


> O S A Do not use the same respirator for more than 8 hours, continuous or intermittent, in dirty workplaces 
— that could result in high filter loading. Leave contaminated area and remove respirator if breathin 
becomes difficult. Dispose and replace if: proper fit cannot be obtained, the respirator is at ; 














ERE gs _PN. soiled or distorted. Do not use the same respirator again once removed. The maximum service time Comfort 
= 1-PN-FM990V of this respirator is five (5) consecutive calendar days (including days of non-use), beginning from the 
LTTE NVAOL MUSSER 
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This respirator is approved only in the following configuration: 











TC- Protection’ Respirator Cautions and Limitations? 
1-PN-FM990V 
84A-7639 N95 Xx ABCJMNOPS 























1. Protecton 
N95-Particulate Filter (95% filter efficiency level) 


effective against particulate aerosols free of oil; time 
use restrictions may apply. 


2. Cautions and Limitations 














- Not for use in atmospheres containing less than 19.5% oxygen. 

- Not for use in atmospheres immediately dangerous to life or health. 

- Do not exceed maximum use concentrations established by regulatory standards. 

- Failure to properly use and maintain this product could result in injury or death. 

- All approved respirators shall be selected, fitted, used, and maintained in accordance 
with MSHA, OSHA and other applicable regulations. 

- Never substitute, modify, add, or omit parts. Use only exact replacement parts in the 
configuration as specified by the manufacturer. 

- Refer to user's instructions, and/or maintenance manuals for information on use and 
maintenance of these respirators. 

- NIOSH does not evaluate respirators for use as surgical masks. 

- Special or critical User's Instruction and/or specific use limitations apply. 

Refer to User's Instructions before donning. 
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140 X 130 X 290mm 








- Special or critical user's instructions: The model 1-PN-FM990V filtering facepiece 
respirator has been manufactured by Approval Holder Makrite for Panamed under 
TC-84A-7639. 
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